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RAS-8FSXNSE
RAS-10FSXNSE
RAS-12FSXNSE

1 725

784

959

RAS-14FSXNSE
RAS-16FSXNSE
RAS-18FSXNSE

1 725

784

1 219

RAS-20FSXNSE
RAS-22FSXNSE
RAS-24FSXNSE

1 725

784

1 609

1

0

Venkovní jednotky  RAS-8FSXNSE     RAS-10FSXNSE    RAS-12FSXNSE   RAS-14FSXNSE     RAS-16FSXNSE      RAS-18FSXNSE    RAS-20FSXNSE     RAS-22FSXNSE

26 32 39 45 52 58 64 64

kW

kW

kW

kW

mm

COP

SCOP

A

ºC  48  48  48  48  48  48  48  48

ºC  15  15  15  15  15  15  15  15

m3/h 9 900 10 200 11 400 14 340 15 360 15 360 19 740 19 740

1 1 1 2 2 2 2 2

58 60 59 63 63 65 65 64

80 82 82 85 85 86 86 84

 

R410A R410A R410A R410A R410A R410A R410A R410A

mm 1 725 × 959 × 784 1 725 × 959 × 784 1 725 × 959 × 784 1 725 × 1 219 × 784 1 725 × 1 219 × 784 1 725 × 1 219 × 784 1 725 × 1 609 × 784 1 725 × 1 609 × 784

Hmotnost

 

DBS-TP10A

Venkovní jednotky RAS-24FSXNSE RAS-26FSXNSE RAS-28FSXNSE RAS-30FSXNSE RAS-32FSXNSE RAS-34FSXNSE RAS-36FSXNSE RAS-38FSXNSE

RAS-12FSXNSE 
RAS-14FSXNSE

RAS-12FSXNSE 
RAS-16FSXNSE

RAS-12FSXNSE 
RAS-18FSXNSE

RAS-14FSXNSE 
RAS-18FSXNSE

RAS-16FSXNSE 
RAS-18FSXNSE

RAS-18FSXNSE 
RAS-18FSXNSE

RAS-14FSXNSE 
RAS-24FSXNSE

64 64 64 64 64 64 64 64

kW

kW

kW

kW

mm

COP

SCOP

A

ºC  48  48  48  48  48  48  48  48

ºC  15  15  15  15  15  15  15  15

m3/h 20 880 25 740 26 760 26 760 29 700 30 720 30 720 35 220

2 3 3 3 4 4 4 4

66 66 67 67 68 68

86 87 87 87 89 89 89 89

 

R410A R410A R410A R410A R410A R410A R410A R410A

mm 1 725 × 1 609 × 784 1 725 × 2 198 × 784 1 725 × 2 198 × 784 1 725 × 2 198 × 784 1 725 × 2 458 × 784 1 725 × 2 458 × 784 1 725 × 2 458 × 784 1 725 × 2 848 × 784

Hmotnost
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Venkovní jednotky RAS-40FSXNSE RAS-42FSXNSE RAS-44FSXNSE RAS-46FSXNSE RAS-48FSXNSE RAS-50FSXNSE RAS-52FSXNSE RAS-54FSXNSE

RAS-18FSXNSE  
RAS-22FSXNSE

RAS-18FSXNSE  
RAS-24FSXNSE

RAS-22FSXNSE  
RAS-22FSXNSE

RAS-22FSXNSE  
RAS-24FSXNSE

RAS-24FSXNSE  
RAS-24FSXNSE

RAS-14FSXNSE  
RAS-18FSXNSE  
RAS-18FSXNSE 

RAS-16FSXNSE  
RAS-18FSXNSE  
RAS-18FSXNSE

RAS-18FSXNSE  
RAS-18FSXNSE  
RAS-18FSXNSE

64 64 64 64 64 64 64 64

kW

kW

kW

kW

mm

COP

SCOP

A

ºC  48  48  48  48  48  48  48  48

ºC  15  15  15  15  15  15  15  15

m3/h 35 100 36 240 39 480 40 620 41 760 45 060 46 080 46 080

4 4 4 4 4 6 6 6

67 68 69 69 69 70

88 89 87 88 89 90 90 91

 

R410A R410A R410A R410A R410A R410A R410A R410A

mm 1 725 × 2 848 × 784 1 725 × 2 848 × 784 1 725 × 3 238 × 784 1 725 × 3 238 × 784 1 725 × 3 238 × 784 1 725 × 3 697 × 784 1 725 × 3 697 × 784 1 725 × 3 697 × 784

Hmotnost

Venkovní jednotky RAS-56FSXNSE RAS-58FSXNSE RAS-60FSXNSE RAS-62FSXNSE RAS-64FSXNSE RAS-66FSXNSE RAS-68FSXNSE RAS-70FSXNSE

RAS-14FSXNSE 
RAS-18FSXNSE 
RAS-24FSXNSE

RAS-18FSXNSE 
RAS-18FSXNSE 
RAS-22FSXNSE

RAS-18FSXNSE 
RAS-18FSXNSE
RAS-24FSXNSE

RAS-14FSXNSE 
RAS-24FSXNSE 
RAS-24FSXNSE

RAS-18FSXNSE 
RAS-22FSXNSE 
RAS-24FSXNSE

RAS-18FSXNSE 
RAS-24FSXNSE 
RAS-24FSXNSE

RAS-22FSXNSE 
RAS-22FSXNSE 
RAS-24FSXNSE

RAS-22FSXNSE 
RAS-24FSXNSE 
RAS-24FSXNSE

64 64 64 64 64 64 64 64

kW

kW

kW

kW

mm

COP

SCOP

A

ºC  48  48  48  48  48  48  48  48

ºC  15  15  15  15  15  15  15  15

m3/h

6 6 6 6 6 6 6 6

70 70 70 70 70

90 90 91 90 90 91 90 90

 

R410A R410A R410A R410A R410A R410A R410A R410A

mm 1 725 × 4 087 × 784 1 725 × 4 087 × 784 1 725 × 4 087 × 784 1 725 × 4 477 × 784 1 725 × 4 477 × 784 1 725 × 4 477 × 784 1 725 × 4 867 × 784 1 725 × 4 867 × 784

Hmotnost

Venkovní jednotky RAS-72FSXNSE RAS-74FSXNSE RAS-76FSXNSE RAS-78FSXNSE RAS-80FSXNSE RAS-82FSXNSE RAS-84FSXNSE RAS-86FSXNSE

RAS-24FSXNSE  
RAS-24FSXNSE  
RAS-24FSXNSE

RAS-14FSXNSE  
RAS-18FSXNSE  
RAS-18FSXNSE  
RAS-24FSXNSE

RAS-18FSXNSE  
RAS-18FSXNSE  
RAS-18FSXNSE  
RAS-22FSXNSE

RAS-18FSXNSE  
RAS-18FSXNSE  
RAS-18FSXNSE  
RAS-24FSXNSE

RAS-14FSXNSE  
RAS-18FSXNSE  
RAS-24FSXNSE  
RAS-24FSXNSE

RAS-16FSXNSE 
RAS-18FSXNSE 
RAS-24FSXNSE 
RAS-24FSXNSE

RAS-18FSXNSE 
RAS-18FSXNSE 
RAS-24FSXNSE 
RAS-24FSXNSE

RAS-14FSXNSE 
RAS-24FSXNSE 
RAS-24FSXNSE 
RAS-24FSXNSE

64 64 64 64 64 64 64 64

kW

kW

kW

kW

mm

COP

SCOP

A

ºC  48  48  48  48  48  48  48  48

ºC  15  15 15  15  15  15  15  15

m3/h 62 640 65 940 65 820 66 960 71 460 72 480 72 480 76 980

6 8 8 8 8 8 8 8

71 71 71 71 71

91 92 92 92 92 92 92 92

 

R410A R410A R410A R410A R410A R410A R410A R410A

mm 1 725 × 4 867 × 784 1 725 × 5 326 × 784 1 725 × 5 326 × 784 1 725 × 5 326 × 784 1 725 × 5 716 × 784 1 725 × 5 716 × 784 1 725 × 5 716 × 784 1 725 × 6 106 × 784

Hmotnost

Venkovní jednotky RAS-88FSXNSE RAS-90FSXNSE RAS-92FSXNSE RAS-94FSXNSE RAS-96FSXNSE

RAS-16FSXNSE 
RAS-24FSXNSE 
RAS-24FSXNSE 
RAS-24FSXNSE

RAS-18FSXNSE 
RAS-24FSXNSE 
RAS-24FSXNSE 
RAS-24FSXNSE 

RAS-22FSXNSE 
RAS-22FSXNSE 
RAS-24FSXNSE 
RAS-24FSXNSE

RAS-22FSXNSE 
RAS-24FSXNSE 
RAS-24FSXNSE 
RAS-24FSXNSE

RAS-24FSXNSE 
RAS-24FSXNSE 
RAS-24FSXNSE 
RAS-24FSXNSE

64 64 64 64 64

kW

kW

kW

kW

mm

COP

SCOP

A

ºC  48  48  48  48  48

ºC  15  15  15  15  15

m3/h

8 8 8 8 8

72 72 72

92 92 92 92 92

 

R410A R410A R410A R410A R410A

mm 1 725 × 6 106 × 784 1 725 × 6 106 × 784 1 725 × 6 496 × 784 1 725 × 6 496 × 784 1 725 × 6 496 × 784

Hmotnost
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1

2

3

4

3

4

5

6

5

6

7

8

RAS-8FSXNSE — —

RAS-10FSXNSE — —

RAS-12FSXNSE — —

RAS-14FSXNSE — —

RAS-16FSXNSE — —

RAS-18FSXNSE — —

RAS-20FSXNSE — —

RAS-22FSXNSE — —

RAS-24FSXNSE — —

RAS-26FSXNSE RAS-12FSXNSE – RAS-14FSXNSE MC-21AN1

RAS-28FSXNSE RAS-12FSXNSE – RAS-16FSXNSE MC-21AN1

RAS-30FSXNSE RAS-12FSXNSE – RAS-18FSXNSE MC-21AN1

RAS-32FSXNSE RAS-14FSXNSE – RAS-18FSXNSE MC-21AN1

RAS-34FSXNSE RAS-16FSXNSE – RAS-18FSXNSE MC-21AN1

RAS-36FSXNSE RAS-18FSXNSE – RAS-18FSXNSE MC-21AN1

RAS-38FSXNSE RAS-14FSXNSE – RAS-24FSXNSE MC-21AN1

RAS-40FSXNSE RAS-18FSXNSE – RAS-22FSXNSE MC-21AN1

RAS-42FSXNSE RAS-18FSXNSE – RAS-24FSXNSE MC-21AN1

RAS-44FSXNSE RAS-22FSXNSE – RAS-22FSXNSE MC-21AN1

RAS-46FSXNSE RAS-22FSXNSE – RAS-24FSXNSE MC-21AN1

RAS-48FSXNSE RAS-24FSXNSE – RAS-24FSXNSE MC-21AN1

RAS-50FSXNSE RAS-14FSXNSE – RAS-18FSXNSE – RAS-18FSXNSE MC-30AN1

RAS-52FSXNSE RAS-16FSXNSE – RAS-18FSXNSE – RAS-18FSXNSE MC-30AN1

RAS-54FSXNSE RAS-18FSXNSE – RAS-18FSXNSE – RAS-18FSXNSE MC-30AN1

RAS-56FSXNSE RAS-14FSNSE – RAS-18FSNSE – RAS-24FSNSE MC-NP31SA —

RAS-58FSXNSE RAS-18FSNSE – RAS-18FSNSE – RAS-22FSNSE MC-NP31SA —

RAS-60FSXNSE RAS-18FSNSE – RAS-18FSNSE – RAS-24FSNSE MC-NP31SA —

RAS-62FSXNSE RAS-14FSNSE – RAS-24FSNSE – RAS-24FSNSE MC-NP31SA —

RAS-64FSXNSE RAS-18FSNSE – RAS-22FSNSE – RAS-24FSNSE MC-NP31SA —

RAS-66FSXNSE RAS-18FSNSE – RAS-24FSNSE – RAS-24FSNSE MC-NP31SA —

RAS-68FSXNSE RAS-22FSNSE – RAS-22FSNSE – RAS-24FSNSE MC-NP31SA —

RAS-70FSXNSE RAS-22FSNSE – RAS-24FSNSE – RAS-24FSNSE MC-NP31SA —

RAS-72FSXNSE RAS-24FSNSE – RAS-24FSNSE – RAS-24FSNSE MC-NP31SA —

RAS-74FSXNSE RAS-14FSNSE – RAS-18FSNSE – RAS-18FSNSE – RAS-24FSNSE MC-NP40SA —

RAS-76FSXNSE RAS-18FSNSE – RAS-18FSNSE – RAS-18FSNSE – RAS-22FSNSE MC-NP40SA —

RAS-78FSXNSE RAS-18FSNSE – RAS-18FSNSE – RAS-18FSNSE – RAS-24FSNSE MC-NP40SA —

RAS-80FSXNSE RAS-14FSNSE – RAS-18FSNSE – RAS-24FSNSE – RAS-24FSNSE MC-NP40SA —

RAS-82FSXNSE RAS-16FSNSE – RAS-18FSNSE – RAS-24FSNSE – RAS-24FSNSE MC-NP40SA —

RAS-84FSXNSE RAS-18FSNSE – RAS-18FSNSE – RAS-24FSNSE – RAS-24FSNSE MC-NP40SA —

RAS-86FSXNSE RAS-14FSNSE – RAS-24FSNSE – RAS-24FSNSE – RAS-24FSNSE MC-NP40SA —

RAS-88FSXNSE RAS-16FSNSE – RAS-24FSNSE – RAS-24FSNSE – RAS-24FSNSE MC-NP40SA —

RAS-90FSXNSE RAS-18FSNSE – RAS-24FSNSE – RAS-24FSNSE – RAS-24FSNSE MC-NP40SA —

RAS-92FSXNSE RAS-22FSNSE – RAS-22FSNSE – RAS-24FSNSE – RAS-24FSNSE MC-NP40SA —

RAS-94FSXNSE RAS-22FSNSE – RAS-24FSNSE – RAS-24FSNSE – RAS-24FSNSE MC-NP40SA —

RAS-96FSXNSE RAS-24FSNSE – RAS-24FSNSE – RAS-24FSNSE – RAS-24FSNSE MC-NP40SA —

MW-NP2682A3

MH-84AN1

MH-108AN

Typ

16 28 85 85 85

1 1 4 8 12 16

16 16 16 16

7 8 6 6 6 6

191 × 301 × 214 191 × 301 × 214 260 × 303 × 352 260 × 543 × 352 260 × 783 × 352 260 × 1 023 × 352
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RAS-5FSXNPE
RAS-6FSXNPE

1 725

784

959

RAS-8FSXNPE
RAS-10FSXNPE
RAS-12FSXNPE
RAS-14FSXNPE

1 725

784

1 219

RAS-16FSXNPE
RAS-18FSXNPE

1 725

784

1 609

Venkovní jednotky 1 od

0

Venkovní jednotky RAS-5FSXNPE RAS-6FSXNPE RAS-8FSXNPE RAS-10FSXNPE RAS-12FSXNPE RAS-14FSXNPE RAS-16FSXNPE RAS-18FSXNPE

16 19 26 32 39 45 52 58

kW

kW

kW

kW

mm

COP

SCOP

A

ºC  52  52  52  52 52  52  52  52

ºC  15  15  15  15  15  15  15  15

m3/h 9 000 10 200 11 100 13 140 13 140 14 580 19 560 21 720

1 1 2 2 2 2 2 2

54 56 55 59 60 62 65 65

75 78 77 82 83 85 85 86

 

R410A R410A R410A R410A R410A R410A R410A R410A

mm 1 725 × 959 × 784 1 725 × 959 × 784 1 725 × 1 219 × 784 1 725 × 1 219 × 784 1 725 × 1 219 × 784 1 725 × 1 219 × 784 1 725 × 1 609×784 1 725 × 1 609×784

Hmotnost

Venkovní jednotky RAS-20FSXNPE RAS-22FSXNPE RAS-24FSXNPE RAS-26FSXNPE RAS-28FSXNPE RAS-30FSXNPE RAS-32FSXNPE RAS-34FSXNPE

RAS-10FSXNPE 
RAS-10FSXNPE

RAS-10FSXNPE 
RAS-12FSXNPE

RAS-12FSXNPE 
RAS-12FSXNPE

RAS-10FSXNPE 
RAS-16FSXNPE

RAS-12FSXNPE 
RAS-16FSXNPE

RAS-12FSXNPE 
RAS-18FSXNPE

RAS-14FSXNPE 
RAS-18FSXNPE

RAS-16FSXNPE 
RAS-18FSXNPE

64 64 64 64 64 64 64 64

kW

kW

kW

kW

mm

COP

SCOP

A

ºC  52  52  52  52  52  52  52  52

ºC  15  15  15  15  15  15  15  15

m3/h

4 4 4 4 4 4 4 4

62 63 66 66 66 67 68

85 86 86 87 87 88 89 89

 

R410A R410A R410A R410A R410A R410A R410A R410A

mm 1 725 × 2 458×784 1 725 × 2 458×784 1 725 × 2 458×784 1 725 × 2 848×784 1 725 × 2 848×784 1 725 × 2 848×784 1 725 × 2 848×784 1 725 × 3 238×784

Hmotnost

 

DBS-TP10A
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Venkovní jednotky RAS-36FSXNPE RAS-38FSXNPE RAS-40FSXNPE RAS-42FSXNPE RAS-44FSXNPE RAS-46FSXNPE RAS-48FSXNPE RAS-50FSXNPE

RAS-18FSXNPE
RAS-18FSXNPE

RAS-12FSXNPE
RAS-12FSXNPE
RAS-14FSXNPE

RAS-12FSXNPE
RAS-14FSXNPE
RAS-14FSXNPE

RAS-14FSXNPE
RAS-14FSXNPE
RAS-14FSXNPE

RAS-12FSXNPE
RAS-14FSXNPE
RAS-18FSXNPE

RAS-14FSXNPE
RAS-14FSXNPE
RAS-18FSXNPE

RAS-12FSXNPE
RAS-18FSXNPE
RAS-18FSXNPE

RAS-14FSXNPE 
RAS-18FSXNPE 
RAS-18FSXNPE

64 64 64 64 64 64 64 64

kW

kW

kW

kW

mm

COP

SCOP

A

ºC

ºC

m3/h

4 6 6 6 6 6 6 6

68 66 67 68 69

89 89 89 90 90 90 90 90

 

R410A R410A R410A R410A R410A R410A R410A R410A

mm 1 725 × 3 238 × 784 1 725 × 3 697 × 784 1 725 × 3 697 × 784 1 725 × 3 697 × 784 1 725 × 4 087 × 784 1 725 × 4 087 × 784 1 725 × 4 477 × 784 1 725 × 4 477 × 784

Hmotnost

Venkovní jednotky RAS-52FSXNPE RAS-54FSXNPE RAS-56FSXNPE RAS-58FSXNPE RAS-60FSXNPE RAS-62FSXNPE RAS-64FSXNPE RAS-66FSXNPE

RAS-16FSXNPE 
RAS-18FSXNPE 
RAS-18FSXNPE

RAS-18FSXNPE 
RAS-18FSXNPE 
RAS-18FSXNPE

RAS-12FSXNPE 
RAS-12FSXNPE 
RAS-14FSXNPE 
RAS-18FSXNPE

RAS-12FSXNPE 
RAS-14FSXNPE 
RAS-14FSXNPE 
RAS-18FSXNPE

RAS-14FSXNPE 
RAS-14FSXNPE 
RAS-16FSXNPE 
RAS-16FSXNPE

RAS-14FSXNPE 
RAS-16FSXNPE 
RAS-16FSXNPE 
RAS-16FSXNPE

RAS-16FSXNPE 
RAS-16FSXNPE 
RAS-16FSXNPE 
RAS-16FSXNPE

RAS-16FSXNPE 
RAS-16FSXNPE 
RAS-16FSXNPE 
RAS-18FSXNPE

64 64 64 64 64 64 64 64

kW

kW

kW

kW

mm

COP

SCOP

A

ºC

ºC

m3/h

6 6 8 8 8 8 8 8

70 70 70 71 71

90 91 90 91 91 91 91 91

 

R410A R410A R410A R410A R410A R410A R410A R410A

mm 1 725 × 4 867×784 1 725 × 4 867×784 1 725 × 5 326 × 784 1 725 × 5 326 × 784 1 725 × 5 716 × 784 1 725 × 6 106×784 1 725 × 6 496×784 1 725 × 6 496×784

Hmotnost

Venkovní jednotky RAS-68FSXNPE RAS-70FSXNPE RAS-72FSXNPE

RAS-16FSXNPE
RAS-16FSXNPE
RAS-18FSXNPE
RAS-18FSXNPE

RAS-16FSXNPE
RAS-18FSXNPE
RAS-18FSXNPE
RAS-18FSXNPE

RAS-18FSXNPE
RAS-18FSXNPE
RAS-18FSXNPE
RAS-18FSXNPE

64 64 64

kW

kW

kW

kW

mm

COP

SCOP

A

ºC

ºC

m3/h

8 8 8

71 71 71

92 91 92

 

R410A R410A R410A

mm 1 725 × 6 496×784 1 725 × 6 496×784 1 725 × 6 496×784

Hmotnost

HP

DBS-TP10A

1

2

3

4

3

4

5

6

5

60 6

62 7

8




